
 

 EIGA grants permission to reproduce this publication provided the Association is acknowledged as the source 
 

EUROPEAN INDUSTRIAL GASES ASSOCIATION AISBL 
AVENUE DE L’ASTRONOMIE 30  B-1210 BRUSSELS 

PHONE +32 2 217 70 98  E-mail: info@eiga.eu   -  www.eiga.eu  
 

 

 
Prepared by SAC Safety Info 39/20 

 

SECURING OF CYLINDER PACKAGES TO 
VEHICLES 

 

Precautions to be taken to ensure cylinder packages  
are safely secured to vehicles 

Every day EIGA members transport many thousands of cylinder packages. Cylinder package is the generic name 
that is given to cylinders, cylinder bundles and small cryogenic receptacles. 

Recently EIGA’s Safety Advisory Council has received a number of reports of cylinders and cylinder bundles not 
being securely attached to the vehicle and then falling onto the road. Examples of the reported incidents include: 

• cylinder cap coming loose; 

• bundle of cylinders and / or pallets of cylinders falling off a truck; 

• cylinders not strapped into a pallet; and 

• tools or other objects left on cylinder bundles. 

It is a legal requirement to ensure that the cylinder package is secured to the vehicle and that there are no t  
unsecured items on a vehicle. 

The failure to adequately secure a cylinder package to a vehicle can at best, result in the loss of the load onto the 
road, at worst it can lead to fatalities of other road users. 

EIGA Members should have procedures and processes in place to ensure that cylinder packages are secured to 
their vehicles. 

In order to avoid the loss of a cylinder package from a vehicle all EIGA members are recommended to: 

• ensure that they have procedures in place in their organisations to address load securing; 

• ensure that there are training programmes for all who are involved in loading cyl inder packages 
including those at the deport as well as drivers; 

• ensure that all personnel involved in loading vehicles are trained and understand the risks of  an 
insecure load; and 

• carry out regular audits of vehicles to ensure that the loads are adequately secured. 

EIGA has produced guidance for members in EIGA Doc 52, Load Securing of Class 2 Receptacles. 
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DISCLAIMER 
 

All technical publications of EIGA or under EIGA’s name, including Codes of practice, Safety procedures and any other technical information contained 
in such publications were obtained from sources believed to be reliable and are based on technical information and experience currently available from 

members of EIGA and others at the date of their issuance. 
While EIGA recommends reference to or use of its publications by its members, such reference to or use of EIGA’s publications by its members or 

third parties are purely voluntary and not binding.  Therefore, EIGA or its members make no guarantee of the results and assume no liability or 
responsibility in connection with the reference to or use of information or suggestions contained in EIGA’s publications. 

EIGA has no control whatsoever as regards, performance or non performance, misinterpretation, proper or improper use of any information or 
suggestions contained in EIGA’s publications by any person or entity (including EIGA members) and EIGA expressly disclaims any liability in 

connection thereto. 
EIGA’s publications are subject to periodic review and users are cautioned to obtain the latest edition. 
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